
TCP’s Filament style lamps combine LED technology with the elegance of filament lighting.

Reasons to choose The Good Life by TCP Filament lamps
•	 Unique filament LED configuration provides  

a true warm dimming performance from  
2700k to 1800k and 3200k to 1800k 

•	 Up to 85% less energy than halogen lamps

•	 15,000 hours rated life

•	 UL approved for damp locations when 
protected from elements 

 
Ideal Applications
•	 Table lamps

•	 Floor lamps

•	 Sconces

•	 Ceiling fixtures

•	 Chandeliers

•	 Outdoor fixtures

•	 General lighting

•	 Decorative
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*Based on 12 hours 
use per day

RoHS
COMPLIANT

Voltage ............................................................120v
Input Line Frequency..................................... 50/60HZ
Lamp Life (Rated).................................... 15,000 hours
Minimum Starting Temp ..................................... -20ºC
Maximum Operating Temp...................................40ºC

CRI.................................................................. ≥ 80
Beam Angle.........Omnidirectional, 360º 110º, 40º, 25º
Base.......................................................... E12, E26
Warranty....................................................... 3 Years

Suitable for use in totally enclosed fixtures

Specifications:

The Good Life
LED Filament 
Lamps
Product Specifications

Perfect DiningPerfect Reading
Perfect Relaxation



The Good Life
LED Filament Lamps
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27K-18K Color Temperature

ITEM # DESCRIPTION SHAPE WATTS DIMMABLE
REPLACEMENT 

WATTS LUMENS COLOR HOURS CRI FINISH
MOL 

(inches)
DIA 

(inches) BASE
CASE 
QTY

A15 Lamps – Dimmable • 15,000 Hours
FA15D25GL27* FIL A15 25W DIM GL27 A15 3.5 YES 60 300 27K - 18K 15,000 >80 FROSTED 3.4 1.9 E26 12

A19 Lamps – Dimmable • 15,000 Hours
FA19D60GL27 FIL A19 60W DIM GL27 A19 8 YES 60 800 27K - 18K 15,000 >80 FROSTED 4.3 2.4 E26 12

R20 Lamps – Dimmable • 15,000 Hours
FR20D50GL27* FIL R20 50W DIM GL27 R20 5 YES 50 450 27K - 18K 15,000 >80 FROSTED 3.5 2.5 E26 12

BR30 Lamps – Dimmable • 15,000 Hours
FBR30D65GL27 FIL BR30 65W DIM GL27 BR30 8 YES 65 650 27K - 18K 15,000 >80 FROSTED 4.6 3.75 E26 12

Deco Lamps – Dimmable • 15,000 Hours
FB11D60FRGL27 FIL B11 60W DIM FR GL27 B11 5 YES 60 500 27K - 18K 15,000 >80 FROSTED 3.9 1.4 E12 12

FB11D40FRGL27* FIL B11 40W DIM FR GL27 B11 4 YES 40 250 27K - 18K 15,000 >80 FROSTED 3.9 1.4 E12 12

G25 Lamps – Dimmable • 15,000 Hours
FG25D60GL27* FIL G25 40W DIM GL27 G25 5 YES 40 500 27K - 18K 15,000 >80 FROSTED 4.7 3.2 E26 12

FG25D25GL27 FIL G25 25W DIM GL28 G25 3 YES 25 250 27K - 18K 15,000 >80 FROSTED 4.7 3.2 E26 12

ST19 Lamps – Dimmable • 15,000 Hours
FST19D60GL27 FIL ST19 60W DIM GL27 ST19 8 YES 60 500 27K - 18K 15,000 >80 FROSTED 5.5 2.5 E26 12

32K-18K Color Temperature
A19 Lamps – Dimmable • 15,000 Hours
FA19D60GL1 FIL A19 60W DIM GL A19 8 YES 60 800 32K - 18K 15,000 >80 FROSTED 4.3 2.4 E26 12

BR30 Lamps – Dimmable • 15,000 Hours
FBR30D65GL1 FIL BR30 65W DIM GL BR30 8 YES 65 650 32K - 18K 15,000 >80 FROSTED 4.6 3.75 E26 12

Deco Lamps – Dimmable • 15,000 Hours
FB11D60FRGL1 FIL B11 60W DIM FR GL B11 5 YES 60 500 32K - 18K 15,000 >80 FROSTED 3.9 1.4 E12 12

FF11D60FRGL1 FIL F11 60W DIM FR GL B11 5 YES 60 500 32K - 18K 15,000 >80 FROSTED 3.9 1.4 E12 12

G25 Lamps – Dimmable • 15,000 Hours
FG25D60GL1 FIL G25 40W DIM GL G25 5 YES 40 500 32K - 18K 15,000 >80 FROSTED 4.7 3.2 E26 12

G40 Lamps – Dimmable • 15,000 Hours
 FG406001 FIL G40 60W DIM GL G40 8 YES 60 800 32K - 18K 15,000 >80 FROSTED 7.0 4.9 E26 12

ST19 Lamps – Dimmable • 15,000 Hours
FST19D60GL1 FIL ST19 60W DIM GL ST19 8 YES 60 500 27K - 18K 15,000 >80 FROSTED 5.5 2.5 E26 12
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WF213350 *COMING SOON


